








ARC 100 – GET GOING WITH  
THE EXTENSIVE COMPLETE PACKAGE 

JackKNIFE, 2 buttons, shaft 2.4 mm,  
to 3-pin, cable 4.5 m

Single neutral electrode cable,  
international (NON-REM), 4.5 m  

Electrode container complete with tray,  
lid and 12 standard electrodes,  
shaft 2.4 mm in diameter

Bipolar forceps cable, 4.5 m  Bipolar forceps, straight,  
195 mm, 8 mm x 1 mm  

ARC 100 electro-surgical device 

Single-pedal foot switch for ARC 100,  
cable 4 m  

Neutral electrode, 70 cm², split, EASY (100 pieces)  



Standard forceps 

Bipolar forceps, bayonet, 
195 mm, 6 mm x 1 mm 605-002

Bipolar forceps, straight,
195 mm, 8 mm x 1 mm 605-040

Bipolar forceps, straight, 
110 mm, 6 mm x 0.5 mm 605-020

Electrodes

Blade electrode, straight, 
shaft 2.4 mm (5 pieces) 530-207

Needle electrode, straight, 
shaft 2.4 mm (5 pieces) 530-211

Micro wolfram needle electrode, straight, 
shaft 2.4 mm 530-012

Electrodes with insulated shaft

Loop electrode, 20 x 20 mm, 
142 mm, isolated shaft 2.4 mm 530-132

ARC 100 electrosurgical device 900-100

Accessory pack (901-126) 

Electrode container, complete with tray,
lid and 12 standard electrodes, 
shaft 2.4 mm diameter

530-000

JackKNIFE, 2 buttons, shaft 2.4 mm, 
to 3-pin, cable 4.5 m 220-045

Neutral electrode, 70 cm², split, 
EASY (100 pieces) 816-072

Single neutral electrode cable, 
international (NON-REM), 4.5 m 386-050

Bipolar forceps, straight, 195 mm, 
8 mm x 1 mm 605-040

Bipolar forceps cable, 4.5 m 287-040

Single-pedal foot switch for ARC 100, 
cable 4 m 901-012

JackKNIFE, 2 buttons, shaft 2.4 mm,
with cable for bipolar forceps to ARC 100, 
length 4 m

220-345

Cable, rubber international neutral 
electrode, 4.5 m 385-050 

Rubber neutral electrode,  
150 x 80 mm, international 232-003

Rubber band with button fastener, 
100 cm, latex free 194-100

ARC 100 – COMPLETE SET (901-125)

Voltage range / mains frequency 100 – 260 V / 50 – 60 Hz

Output frequency 500 kHz

Mains power / mains fuse 1,6 – 0,7 A / T 3,15 A

Power consumption on standby / max. 30 / 160 VA

Width x height x depth 280 x 114 x 310 mm

Weight 5.6 kg

Classification under EC Directive 93 / 42 / EEC II b

Protection class under EN 60601-1 / Type I / CF

Identifying mark CE0123

Monopolar CUT 100 W

Monopolar COAG 100 W

Bipolar COAG 100 W

Power setting 10 levels

Connections 2 instruments (1 x monopolar, 1 x bipolar)

Neutral electrode monitoring EASY automatic recognition and monitoring of split and unsplit 
neutral electrodes

Volume control Smooth using rotary knob

Foot switch Single-pedal foot switch for all modes

Cutting current types Pure CUT – for pure cutting without hemostatis 
Dry CUT – Cutting with strong hemostatis

Coagulation current types Moderate coagulation – Soft dessication of the tissue 
Forced coagulation – Fulguration of the tissue

Bipolar COAG Bipolar coagulation using bipolar 
instruments, e.g. forceps

ARC 100 900-100

Accessory set (excluding ARC 100) 901-126

Complete pack (including ARC 100) 901-125

Technical information on the ARC 100

Further accessory parts can be found in the BOWA accessory catalog and at www.bowa-medical.de

ARC 100 – OPTIONAL ACCESSORIES
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BOWA-electronic GmbH & Co. KG
Heinrich-Hertz-Strasse 4–10
72810 Gomaringen I Germany

Phone	 +49 (0) 7072-6002-0
Fax	 +49 (0) 7072-6002-33
info@bowa.de I bowa.de

ARC 100:


